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4191.01 Pur pose.

This chapter is intended to protect the public tealafety and welfare by regulating
development within noise control areas, the Airpamnd Use Management District, to
ensure compatibility between Port Columbus Inteomat, Bolton Field and Ohio State
University Airports, and any future airport andrewnding land uses; to protect said
airports from incompatible encroachment; to mitegabise impact by use of specific
construction methods; and to establish uniformlatgan standards to protect persons
within hotels, motels, apartment houses, attachedddatached single-family dwellings,
other residential buildings, and other buildingsevehnoise-sensitive activities are
affected by excessive aircraft noise.

Chapter 3384, “Airport Land Use Management Distriaf the Zoning Code, and
Airport Environs” sections of the Subdivision Co@hapter 3123, are companions to
this chapter.

4191.02 Definitions.

For the purposes of this chapter the following ®rphrases, words and their derivations
in C.C. 4191.021 to 4191.03, inclusive, shall héngeemeaning given therein. When not
inconsistent with the context, words used in thesent tense include the future, words in
the plural number include the singular, words & $singular number include the plural,
and words in the masculine gender include the femaiand neuter. Definitions
contained in Chapter 4101, C.C. and not in confsball apply.

4191.021 Airport.

“Airport” means any airfield located within the garate limits of the city, owned and
operated by the city or other governmental ageaig,subject to Ldn contours approved
by the Federal Aviation Administration, presentigluding, but in the future may not be
limited to, Port Columbus International Airport, IBmn Field Airport, and Ohio State
University Airport (a/k/a Don Scott Field).

4191.0215  Airport environs.

“Airport environs” means the geographic area thatffected by the airport air traffic
operations and is defined on the basis of thosesanemediately impacted by the most
recently charted noise exposure contours and greaise exposure areas based upon the
Land Use Compatibility Guidelines approved by tieeléral Aviation Administration
(FAA). These areas constitute the Airport Land Wsmagement District (ALUMD)
established in Chapter 3384.



4191.022 Airport hazard.

“Airport hazard” means any building, structure, extijof natural growth, or use of land
within an airport hazard area which obstructs iheace required for the flight of
aircraft in landing or taking off at an airportwhich is otherwise hazardous to such
landing or taking off of aircraft.

4191.023 Airport hazard area.

“Airport hazard area” means any area of land adyatmean airport which has been
declared to be an “airport hazard area” by its afieg authority in connection with any
airport approach plan recommended by such authority

4191.024 Day-night sound level (Ldn).

“Day-night sound level” (Ldn) means a cumulativeerft noise index which estimates
the exposure of an area to aircraft noise ande®léie estimated exposure to an expected
community response.

Decibels of noise (dB) are measured by an A-wedjstmind-level meter. In the Ldn
procedure, noise exposures are accumulated fai@atywenty-four (24) hour period. A
weighing factor equivalent to a penalty of ten Bets (10 dB) is applied to aircraft
operations or other noise sources between 10:00gnch7:00 a.m. to take into account
the increased sensitivity of people to night-tinogse. The Ldn values are expressed
graphically on maps using contours.

4191.025 Interior noise level.

“Interior noise level” is the sound level of noiseany habitable room with windows and
doors closed.

4191.026 Ldn contour.

“Ldn contour” means a line linking together a semé points of equal cumulative noise
exposure based on the Ldn metric. Such contoardareloped based on aircraft flight

patterns, number of daily aircraft operations kpetpf aircraft and time of day, noise
characteristics of each aircraft, and typical rupwsage patterns.



4191.027 Noise.

“Noise” means aircraft or other noise which inteegewith speech and hearing, or is
intense enough or damage hearing, or is otherwiseyng.

4191.028 Noise control area.

“Noise control area” means an area establishedmiitie Airport Land Use Management
District, designated to be within Boundary B.

4191.0285  Operating authority.

“Operating authority” means the person, board, casion or agency responsible for
management of an airport such as, but not limiwethie Columbus Regional Airport
Authority or the Ohio State University Board of $tees.

4191.029 Structure.

“Structure” means an assembly of materials fornarggpnstruction for occupancy or use
as set out in C.C. 4109.19 and in addition, foppses of this chapter only, means any
object, whether permanent or temporary, including,not limited to, tower, crane,
smokestack, earth formation, transmission lindaggole, and includes a mobile or
tethered object

4191.03 Area of applicability.

The standards and requirements of this chaptekr ahyally within the Airport Land Use
Management District as established in Chapter 388de Zoning Code and as amended
from time to time, and which is indicated on thenifig Map by the designation

ALUMD.

4191.04 Application of Building Code.

The construction or modification of buildings ancustures within the Airport Land Use
Management District is subject to review as degctiin this chapter and shall be
evaluated for consistency with Chapter 3384 Tableahd Use Compatibility Standards,
Airport Land Use Management District.



4191.05 I nterior noiselevels.

Acceptable Interior Noise Level, Day-Night Sound/ék(Ldn), attributable to exterior
sources, for any new construction or modificatibfeailities is expected to be achieved
by compliance with the standards of this chapter.

4191.06 Scope.

The standards and criteria shall be applied totcoctson of new residential or noise-
sensitive non-residential uses and to those impnew¢s included in reconstruction or
remodeling of, or addition to, an existing buildiobthe type mentioned above. Where
noise-sensitive activities are carried on in onpoétion of a new or reconstructed non-
residential building, only those areas judged nemasitive need be protected

4191.07 Structuresrequiring protection.
Structures to be protected shall include, but atdimited to:

A) All residential structures (OBBC R-1, R-2, R-3 &l occupancies); and

B) The portion of nonresidential structures where @&aisnsitive activities are
conducted within the building or which are opemt@ or more members of
the public, e.qg., offices, reception areas, lil@srresearch facilities, meeting
rooms, and similar activities.

4191.08 Requirementsfor noiselevelswithin Subdistricts A and B

All structures regulated under this chapter witBubdistricts A and B of the Airport
Land Use Management District shall meet the cateeat out in C.C. 4191.09 to 4191.16,
inclusive.

4191.09 General criteria

A) Brick or stone veneer, masonry blocks or stuccerextwalls shall be
constructed airtight. All joints shall be groutadcaulked airtight.

B) At the penetration of exterior walls by pipes, duat conduits the space between
the walls and pipes, ducts or conduits shall békeauor filled will motar.

C) Window and/or through-the-wall heating, ventilatimnair conditioning type
units shall not be used.

D) An operational vented fireplace shall not be usdldss supplied with a proper
flue, operable damper, and glass door

E) All sleeping spaces shall be provided with a soabserbing ceiling and a
carpeted floor

F) Through-the-wall/door mailboxes shall not be used



4191.10 Exterior wall criteria

In addition to the temperature insulation requirete@f the Building Code, the
following standards shall apply:

A) Stud walls shall be at least four inches in nomdegth and shall be finished on
the outside with siding of stucco, brick, or stse®@eer over sheathing or siding-
on-sheathing.

B) Interior surface of the exterior stud walls shaldf gypsum board or plaster at
least one-half (1/2) inch thick, installed on theds. The gypsum board or plaster
may be fastened rigidly to the studs if the extesastucco or brick or stone
veneer. If the exterior is siding-on-sheathing, ithterior gypsum board or plaster
shall be fastened resiliently to the studs assame a prior position or form after
being stretched or compressed.

C) Continuous compression board, plywood or gypsuncbslaeathing shall cover
the exterior surface of the wall studs behind wamalyl, or metal siding installed
so there are no gaps between individual sheets.sheathing and facing shall
weigh at least four pounds per square foot.

D) All joints of the sheathing shall be sealed witkilient caulking.

E) Insulation material rated R-13 or greater shalins¢éalled continuously
throughout cavity space behind the exterior shagthnd between wall studs.
Insulation shall be glass fiber, foam or minerabao

4191.11 Window criteria.

A) Windows shall be of double-glazed glass and eagr laf the glass shall be at
least one-eighth (1/8) inch thick with a Sound Brarssion Class rating of 39.

B) Double glazed windows shall employ fixed sash &iciehcy weather-stripped
operable sash. The sash shall be rigid and weathpped with material that is
compressed airtight when the window is closed.

C) At least one window in each sleeping room shalbperable for emergency
egress.

D) Glass of fixed-sash windows shall be sealed inidiglat manner with a non-
hardening sealant, or soft elastomeric gasketaminyg) tape.

E) The perimeter of a window frame shall be sealetibhirto the exterior wall
construction with resilient sealant.

F) The total area of glass of both windows and extetamrs in sleeping spaces shall
not exceed twenty percent (20%) of the floor area.

4191.12 Door criteria.

A) All exterior side-hinged doors shall be solid car@od or insulated metal at least
one and three-quarter (1-3/4) inches thick and $Sleafully weather-stripped.



B) Glass sliding doors shall be double-glazed glds® glass shall be at least three-
sixteenths (3/16) of an inch thick and separateddless than one-half (1/2) inch
airspace. The frame shall be provided with arcieffitly airtight weather-
stripping material.

C) The perimeter of door frames shall be sealed airtigthe exterior wall
construction.

D) Any door light shall be double-glazed and eachr@jehe glass shall be at least
one-eighth (1/8) inch thick.

E) Glass in doors shall be set and sealed in an lainign-hardening sealant, or a
soft elastomeric gasket or glazing tape.

4191.13 Roof criteria.

A) With attic or rafter space at least six (6) inctlesp, and a ceiling below, the roof
shall consist of no less than one-half (1/2) inemposition board or plywood
sheathing topped by roofing as required.

B) If the underside of the roof is exposed, or if étikc or rafter space is less than six
(6) inches, the roof construction shall have aagfweight of at least six (6)
pounds per square foot, except in Subdistrict fhefAirport Land Use
Management District, where the roof constructioalldmave a surface weight of
at least nine (9) pounds per square foot. Rafjirgs, or other framing shall not
be included in the surface weight calculation.

C) Window or dome skylights shall be double-glazed bedeparated by at least a
one-half (1/2) inch airspace. Skylights are natptted within Subdistrict A of
the Airport Land Use Management District.

D) Insulation material rated R-30 or greater shalins¢éalled continuously
throughout the cavity space between the roof aaadiing. Insulation shall be
glass fiber, foam or mineral wool.

4191.14 Celling criteria.

A) Gypsum board or plaster ceilings at least one{i##) inch thick shall be
provided where required by the OBBC. Ceilings kbalsubstantially airtight,
with minimum number of penetrations.

B) Glass fiber, foam or mineral wool insulation atsesix (6) inches thick shall be
provided above the ceiling between joists.

4191.15 Floor criteria.

Any cantilevered floorspace shall be fully insuthtnd meet at least the minimum
requirements for exterior walls.



4191.16 Ventilation criteria.

A)

B)

C)

D)

E)

F)

G)

H)

A mechanical ventilation system shall be instatleat will provide at least the
minimum air circulation and fresh air supply re@uients for various uses in
occupied rooms without need to open any windowy @o@ther opening to the
exterior.

Gravity vent openings in the attic shall not exceede minimum in number and
size. These openings shall be fitted with trandteats at least three (3) feet in
length containing approved internal sound absording lining. Each ducts shall
have a lined ninety (90) degree bend in the duch $liat there is no direct line of
sight from the exterior through the duct into thigca

If a fan is used for forced ventilation, the attitet and discharge openings shall
be fitted with sheet metal transfer ducts of astéaenty (20) gauge steel, which
shall be lined with one (1) inch thick approved dueer, and shall be at least five
(5) feet long with one ninety (90) degree bendgmproved equal. In Subdistrict
A for the Airport Land Use Management District thect lining shall be at least
ten (10) feet long.

All vent ducts connecting the interior space todhe&doors, excepting domestic
range and dryer exhaust ducts, shall contain at &eten (10) foot length of
approved internal sound absorbing duct lining. ieduct shall be provided with a
lined ninety (90) degree bend in the duct suchttinete is no direct line of sight
through the duct.

Duct lining shall be a coated glass fiber ductrlialeast one inch thick approved
and suitable for the intended use.

A domestic range shall not utilize a ducted rangedhin a residential building.
Dryer exhaust ducts connecting the interior spadbé outdoors shall contain a
baffle plate across the exterior termination whatlbws proper ventilation. The
baffle plate shall be of the same material ancktigss as the vent duct material
and shall have the same free area as the vent duct.

Building heating units with flues or combustion aénts shall be located in a
closet or small room closed off from the occupipdce by a door or doors to
contain noise.

Doors between occupied space and mechanical egoiareas shall be solid
core wood or twenty (20) gauge steel hallow met&ast one and three-fourths
(1-3/4) inches thick and shall be fully weatherpgied on all four (4) edges.
There shall be no louvers or other opening in ayr @r wall between occupied
space and a mechanical room. All combustion al &le taken directly from
outdoors.



